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DETAIL "A"
M 1:10 oy prosekTant. - ZDRUZENIE AMBERG & PROMA
1205
' AMBERG NN\
482 ‘ 268 ‘ h55 . . . A \ ENGINEERING PROMA ..
| POUZITY MATERIAL B —
- - . Somolického W/B, 811 05 Bratislava 1. Bytéicka 16, 010 01 Zilina
2 FLEXIBILNA TENKOSTENNA BETON STN EN 206 Telefon: 421 2 5930 8261 Telefon: 421 41 707 88 00-11
’ . v . . Fax: 421 2 5930 8260 Fax: 421 41 707 88 40
%T BETONOVA ZAUEVKA OCELOVA KONSTRUKUA, PLECH HR 5mm PODKLADOVY BETON C12/15-X0 (SK) EET‘QOH[ info@amberg.sk Efmaqi\i( sekretariat.za@proma.sk
SKOSENIE ZAKLADOVE PASY (25/30-XC2 XF1 (SK)-CL 0,4 -Dnax 16-53
30/30mm \ 05% SKOSENIE DRIEKY GPOR (30/37-XCh,XD3,XF& (SK)-Cl 0,4-Dnax 16-53
~ 30/30mm
S / . ) ) ) )
. PRE HODNOTY MODULOV PRUZNOSTI JEDNOTLIVYCH PEVNOSTNYCH TRIED BETONOV JE NUTNE
| o~ SPLNIT USTANOVENIA V ZMYSLE STN EN 1992-1-1 (L. 3.1.3, TAB. 3.1). : 204 OO D
|
IZOLACIA PROTI ZEMNE |
VLHKOSTI . VYPRACOVAL HL. INZ. PROJEKTU: ) ZHOTOVITEL:
| POZNAMKY: ING. J. PALGUT ING. M. VAHOVSKY
| 187 Lo | w7 | 455 . v : : : S, . 70D, PROJEKTANT TECH. KONTROLA B =
1.VSETKY VIDITELNE OSTRE HRANY BUDU SKOSENE 30/30mm VLOZENIM TROJUHOLNIKOVE) NG, ). PALGUT NG. 2. KRAFETK B OSTAT o
‘ LISTY DO DEBNENIA. OBJEDNAVATEL MOSTAT, spol. s r.o.
" " . P z z . . v . Belehradska 18, 040 13 Kosice
(25730 2 VSETKY CASTI SPODNEJ STAVBY NACHADZAJUCE SA TRAVALO V STYK SO ZEMINOU Slovenska sprava ciest, Mileticova 19, 826 19 Bratislava ’
J BUDU OPATRENE OCHRANOU PROTI ZEMNEJ VLHKOSTI: 1x PENETRACNY NATER A 2x "RASPresovsky samospravny kraj \OKRES Stard Lubovia
ASFALTOVY NATER ZA STUDENA. STAVBA 5 Cisto zakazey:  |AP-2019/219/01
/68 PLAVNICA PRELOZKA CESTY STUPER DP/DRS
DATUM 03/2019
CAST STAVBY FORMAT 6x AL
MOST NAD POLNOU CESTOU V KM 2,316 MIERKA 11100.1:50,1:10
PRILOHA {iSLo PRILOHY SUPRAVA
VYKRES TVARU SPODNEJ STAVBY 05




